
Code:

171312 for foot D.80
171314 for foot D.100
171320 for foot D.150
171321 for foot D.180
171322 for foot D.200

A N T I - S L I P  P A D

D. 80 - D.100 - 150 - 180 - 200

1 Material:
Base in reinforced polyamide.
Threaded spindle as in the table.
Anti-slip version with oil resistant
rubber, 70 shore hardness.

56 P R E S S O  L I N E

Articulated Foot

Stated load values are meant for static
conditions.
Such values have to be  adequately
reduced in presence of high frequency
vibrations or dynamic loads.
For further information contact our
Engineering Department.

T E C H N I C A L  I N F O R M A T I O N S P I N D L E  T Y P E

see the table on the right:

INOX Stainless Steel Aisi 304
FE.ZN Zinc Plated
FE.VN Painted Steel
OT.NI Nickel Plated Brass
PA.FE Polyamide with Steel Insert

● Without Nut

code standard: Without Rubber
code anti-slip: With Rubber

S P I N D L E  M A T E R I A L
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170692
170693
170009
170010
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170694
170695
170013
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D. 80 - D.100 - 150 - 180 - 200Articulated Foot
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code code spindle base Ø H spindle D
M

L L1 L2

standard anti-slip code code mm mm material mm mm mm mm
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83624
83625
83175
83173
83182
83183
83626
83627
83174
83172
83180
83181
83624
83625
83175
83173
83182
83183
83177
83176
83626
83627
83174
83172
83180
83181
83179
83178
83182
83183
83177
83176
83180
83181
83179
83178
83182
83183
83177
83176
83180
83181
83179
83178
83182
83183
83177
83176
83180
83181
83179
83178

17014

17015

17016T
for code
standard

17016L
for code
anti-slip

17017T
for code
standard

17017L
for code
anti-slip

17013T
for code
standard

17013L
for code
anti-slip


