
19078
19078L

Code

3 m
6 m

Length
L.

8
8

A

S/S AISI 304
S/S AISI 304

Material

0.78
0.78

Weight
Kg/m

Accessories for accumulation roller guide

M-PROFILE

Material: see in the table.
Supply: 3 or 6 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16600 - 16605 - 16800
16801 - 18805 - 16806 - 16500

19079
19079L

Code

3 m
6 m

Length
L.

10
10

A

S/S AISI 304
S/S AISI 304

Material

0.82
0.82

Weight
Kg/m

M-PROFILE

Material: see in the table.
Supply: 3 or 6 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16610 - 16615 - 16810
16811 - 18815 - 16816 - 16505

190265
190265L

Code

3 m
6 m

Length
L.

8
8

A

S/S AISI 304
S/S AISI 304

Material

0.74
0.74

Weight
Kg/m

M-PROFILE

Material: see in the table.
Supply: 3 or 6 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16700 - 16701 - 16702 - 16703
16760 - 16761 - 16750 - 16730
16751 - 16731 - 16850 - 16880
16851 - 16881 - 16860 - 16865

16861 - 16866

Using withZinc plated steel304 Stainless steel 430 Stainless steel
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Accessories for accumulation roller guide

16450
16449

Code

3 m
3 m

Length

S/S AISI 304
Zinc plated steel

Material

0.40
0.40

Weight
Kg/m

16456
16457

Code

3 m
3 m

Length

S/S AISI 304
Zinc plated steel

Material

1.35
1.35

Weight
Kg/m

19095
19095L

Code

3 m
6 m

Length

Anodized aluminium

Material

1.10
1.10

Weight
Kg/m

19096
19096L

Code

3 m
6 m

Length

Anodized aluminium

Material

0.60
0.60

Weight
Kg/m

C-PROFILE

Material: see in the table.
Supply: 3 meters.
Packaging: 30 meters.

C-PROFILE

Material: see in the table.
Supply: 3 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16305

ALUMINIUM PROFILE

Material: anodized aluminium.
Supply: 3 or 6 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16600 - 16605 - 16800
16801 - 16805 - 16806 - 16500

ALUMINIUM PROFILE

Material: anodized aluminium.
Supply: 3 or 6 meters.
Packaging: 30 meters.

These types of profile 
can be used with codes:

16351 - 16352 - 16353
16451 - 16452 - 16453

These types of profile 
can be used with codes:

16351 - 16352 - 16353
165451 - 16452 - 16453

Using withAnodized 
aluminium

304 Stainless steel Zinc plated steel




